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POLE SPOT HIGH POWER

The Hunza Pole Spot High Power has a single spotlight 
which has been designed for uplighting and cross lighting. 
This luminaire is best suited to illuminate larger bushes and 
shrubs, as well as architectural features. The fitting has a 
fully adjustable head which allows for 360-degree rotation, 
as well as a high degree of elevation.

By Hunza

GENERAL SPECIFICATIONS POWER SPECIFICATIONS

PROJECT

LED

TYPE

LUMENS

NOTES

EFFICACY

COLOUR TEMPERATURE

MATERIAL

FINISH

BEAM

CRI

IP

ORIGIN

WARRANTY

12W

1200Lm

100 Lm / W

2700K / 3000K / 4000K

Powder Coated Aluminium

Black, Bronze, Olive Green, White,  
White Birch, Dark Grey, Silver Star, 
Corten, Fine Silver

15° / 30° / 40° / 70°

90+

66

New Zealand

5 Years

OUTDOOR

PRODUCT CODES (SERIES WIRING)

Remote Constant Current 0-10V, Dimmable Driver (Supplied).
Fixture Input: 18Vf @700mA maximum.

Requires Constant Current Driver (not supplied).
Fixture Input: 18Vf @700mA maximum.

Requires 24VDC Constant Voltage Power Supply (not supplied).
Fixture Input: 12VDC, 12W (700mA).

Integral Constant Current 0-10V dimmable driver (supplied and 
installed). Fixture Input: 120/277VAC (12W, 700mA)

CODES AVAILABLE UPON REQUEST

DRIVER

DRIVER

DRIVER

DRIVER

CONSTANT CURRENT, SERIES WIRED 12W

CONSTANT CURRENT, SERIES WIRED 12W

12VDC, PARALLEL WIRED 12W

120/277VAC, PARALLEL WIRED 12W

130 Felton Mathew Ave

Saint Johns, Auckland 1072

New Zealand

Ph: +64 9 528 9471

E: info@hunza.co.nz

Address Contact

Web: hunzalighting.com Installation, IES & Guides are available online 

 

 

PRODUCT CONFIGURATION
Luminaire

LED Chip

Luminaire Output*

Lumens Per Watt*

LED Life Expectancy

CRI (3000K)

Ingress Protection

Warranty

Cree CXB 1512 field
replaceable LED board

100 lumens @ 12W minimum

50,000 hours L70

90+

IP66

1200 lumens @ 700mA (12W)

Pole Spot High Power
PureLED

SPECIFICATIONS

Project

Type

Source

Notes

*Delivered from the luminaire with an unobstructed beam

PS/HP

Standards

Electronics = 5 years

Aluminium = 5 years

(Excludes third party lamps and power supplies)

Power

 

.

Colour

LF

Accessories

 

 

LF

SNT

2

3

4

Frosted Lens

Hex Cell Louvre

Glare Guard

Snoot

2700K

3000K

4000K

Material/Finish

HCL

GG

Beam

 

 

CJK Cable Joint Kit

15

30

40

15 Degrees

30 Degrees

40 Degrees

70 70 Degrees

FM Flange Mount 

Requires 24VDC Constant Voltage 
Power Supply (not supplied).
Fixture Input: 24VDC, 12W (700mA).

24VDC Input, Parallel Wired, 12WD24

Fixture Input: 18Vf @ 700mA maximum.

Requires Constant Current Driver (not 
supplied).

Constant Current Input, Series Wired, 
12W

S

R
Integral Constant Current 0-10V Dim-
mable Driver (supplied and installed).

120/277VAC Input, Parallel Wired, 12W

Fixture Input: 120/277VAC (12W, 700mA).

Fixture Input: 18Vf @ 700mA maximum.

Remote Constant Current 0-10V 
Dimmable Driver (supplied).

Constant Current Input, Series Wired, 
12W

SR

ESTAR

EBK

EBZ

EOGR

EWH

EWB

EDG

ECT

FS

Aluminium Powder Coat Colours

Black

Bronze

Olive green

White

White Birch

Dark Grey

Silver Star

Corten

Fine Silver

CE

IEC/BS/AS/NZ 60598

UL 1598

UL 2108

 Flange Mount 90mmFM90

�

Product Order Code: PS/HP
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Luminaire

LED Chip

Luminaire Output*

Lumens Per Watt*

LED Life Expectancy

CRI (3000K)

Ingress Protection

Warranty

Cree CXB 1512 field
replaceable LED board

100 lumens @ 12W minimum

50,000 hours L70

90+

IP66

1200 lumens @ 700mA (12W)
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SPECIFICATIONS
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Notes

*Delivered from the luminaire with an unobstructed beam
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Aluminium = 5 years

(Excludes third party lamps and power supplies)
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S
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