ADJUSTABLE LINEAR LIGHT PROJECT

OUTDOOR TYPE
NOTES

By Hunza

The Adjustable Linear Light is a recessed fixture perfect for
washing walls or illuminating high traffic pedestrian areas.
A key feature of the Adjustable Linear Lite is the 90 degree
adjustability achieved by simply turning the control knob at
the end of the fixture. This feature allows the user to angle

the light at the wall surface where required.

GENERAL SPECIFICATIONS

POWER SPECIFICATIONS

LED CHIP

x96 Cree J Series 3030 LED Plug and
Play field replaceable board.

DRIVER 24VDC, PARALLEL WIRED
Requires 24VDC constant voltage. Power supply (not supplied).
Fixture input: 24VDC, 14.4W

LUMENAIRE OUTPUT

1000 lumens @ 14.4W

LUMENS PER WATT

70 lumens @ 14.4W

DRIVER RETRO 120-277VAC, INTEGRAL, PARALLEL WIRED
Integated driver (supplied and installed).
Fixture input: 120-277VAC (14.4W Total)

COLOUR TEMPERATURE

3000K | 4000K

PRODUCT CODES

CRI 90+

IP 67 STAINLESS STEEL, 24VDC 73-4300

WARRANTY Aluminium & Electronics: 5 Years STAINLESS STEEL, RETRO 73-4310
Stainless Steel: 10 Years

MATERIAL Stainless Steel

FINISH Stainless Steel

BEAM Asymmetric

ORIGIN New Zealand
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