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CUBE BOLLARD CLOAK (PURE LED)

The Cube Bollard is ideal for illuminating walkways and 
pathways. With its sleek, simple yet bold appearance, these 
bollards will greatly enhance your outdoor space with a 
distinctive modern flair.

By Hunza

GENERAL SPECIFICATIONS POWER SPECIFICATIONS

PROJECT

LED CHIP

TYPE

LUMENAIRE OUTPUT

LUMENS PER WATT

LED LIFE EXPECTANCY

NOTES

COLOUR TEMPERATURE

CRI

MATERIAL

FINISH

IP

ORIGIN

BEAM

WARRANTY

Cree XPG-3 Plug and Play field 
replaceable LED board

120 lumens @ 700mA (2W)

60 lumens @ 2W minimum

50,000 hours L70

2700K | 3000K | 4000K

90+

Powder Coated Aluminium

Black, Bronze, Olive Green, White,  
White Birch, Dark Grey, Silver Star, 
Corten, Fine Silver

66

New Zealand

90°, 180°, 270°, 360°

Aluminium & Electronics: 5 Years

OUTDOOR

PRODUCT CODES (SERIES WIRING)

Requires constant current driver (not supplied).
Fixture input: 37Vf @700mA maximum.

Requires magnetic/wire wound 12VAC transformer (not supplied).
Fixture input: 12VAC, 1W (350mA)

Requires magnetic/wire wound 12VAC transformer (not supplied).
Fixture input: 24VAC, 2W (700mA)

Requires 24VDC constant voltage. Power Supply (not supplied).
Fixture input: 24VDC, 2W (700mA)

BLACK, 360°, DIRECT BURIAL

BLACK, 360°, FLANGE MOUNT

WHITE, 360°, DIRECT BURIAL

WHITE, 360°, FLANGE MOUNT

STAINLESS STEEL, 360°, DIRECT

STAINLESS STEEL, 360°, FLANGE

ADDITIONAL CODES AVAILABLE UPON REQUEST

DRIVER

DRIVER

DRIVER

DRIVER

CONSTANT CURRENT, SERIES WIRED, 2W

12VAC, PARALLEL WIRED, 1W

12VAC, PARALLEL WIRED, 2W

12VDC, PARALLEL WIRED, 2W

73-8030

73-8040

73-8033

73-8043

73-8035

73-8045
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