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TOK H400 PROJECT
By LOMBARDO OUTDOOR TYPE
Aluminum body and top; highly resistant to oxidation thanks to NOTES

cataphoresis treatment and to the UV stabilized polyester resin
painting. Equipped with thermoplastic fixing bracket. Fitted for
quick installation on standard @ 60 post. Fixing bolts and small
metal parts to secure the base to the ground. Diffuser made of
transparent scratch-resistant UV stabilized PMMA.
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GENERAL SPECIFICATIONS

POWER SPECIFICATIONS

LED 14 W DRIVER Integrated, 220-240V

LUMENS 650 Lm DIMMING N/A

EFFICACY 46 Lm /W VOLTAGE 220-240V

COLOUR TEMPERATURE  3000K / 4000K POWER CABLE Supplied with Tm pre-wired HOSRN-F

MATERIAL Aluminium body and top, PMMA diffuser,
UV stabilised polyester resin paint,
Thermoplastic fixing bracket,

PRODUCT CODES

FINISH White, Grey, Grey Anthracite, Corten WHITE, 3000K 48-111280323

BEAM 360° GREY, 3000K 48-111280093

1P 66 GREY ANTHRACITE, 3000K 48-1.1280103

IK RATING 10 20J xx9 CORTEN, 3000K 48-LL1280113

WARRANTY 3 Years 2700K & 4000K CODES ARE AVAILABLE UPON REQUEST
ORIGIN Italy
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