
This device is the external Casambi unit for all 24V Faze LED Strip.
It can control up to 150W and multiple fittings via an Android or iOS 
smart device.

+ Easily implemented RGB and colour temperature controls
+ No need for an external gateway device
+ Forms automatically a wireless communication network with up

to 250 nodes
+ Small form factor for luminaire installation
+ Device firmware can be updated over-the-air
+ 4 PWM outputs
+ Can control up to 150W

BASIC DIM  24V
WIRELESS 4CH DEVICE

DIMENSIONS (mm)

GENERAL SPECIFICATIONS

IP 

Output power 12V DC 72W

Supply Voltage DC 12 - 24 V

FAZE

20

Radio transceiver
operating frequencies 2.4 – 2.483 GHz

Output power 24V DC

+4 dBm

DRIVER SPECIFICATIONS

L 104 x W 43 x H 24mm

Power 240V Remote Dimmable
Driver

Dimming  Phase Cut Dimming

PRODUCT CODE

White, 3000K, 36° 118-ED2L13W363

White, 3000K, 60° 118-ED2L13W364

White, 4000K, 36° 118-ED2L13W603

White, 4000K, 60° 118-ED2L13W604

Black, 3000K, 36° 118-ED2L13W363

Black, 3000K, 60° 118-ED2L13W364

Black, 4000K, 36° 118-ED2L13W603

Black, 4000K, 60° 118-ED2L13W604
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FEATURES

www.radiantlighting.com.au      1300 438 609

DIMENSIONS (mm)

5

Max. Power Control 150W

IP20DIMMABLE

Warranty 5 Years

Max. input current 6 A

COMPATIBLE FITTINGS

Max. output power 
radio transceiver

144W

Product Code 71-CAS24V

LED Strip COB 360
LED Strip 176
LED Strip 120 (10m)
LED Strip 112
LED Strip 60 (10m)
LED Strip 60
LED Strip 30 

LINILED
Top Diffuse 18
Top Diffuse 12
Side Diffuse
Top Power
Side Power
Top Power Short Pitch
Side Power Short Pitch
Top Deco
Side Deco
Aeris 30
Aeris 20

Flow Side 5W
Flow Side 10W
Flow Top 5W
FlowTop 10W


	basicdim wireless 4ch deivce project: 
	basicdim wireless 4ch device type: 
	basicdim wireless 4ch device notes: 


