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24V 150W CONSTANT VOLTAGE DRIVER
PROJECT DETAILS

PROJECT

TYPE

NOTES

Single-channel constant voltage output, 6.25A Max.
Leading Edge (Triac) & Trailing Edge (ELV) Dimming.
Dimming range from 40VAC to 240VAC.
Flicker Free.
Over current protection; short circuit protection; over voltage.
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DIMENSIONS 40 mm 32 mmH 360 mmL

GENERAL SPECIFICATIONS

INPUT SPECIFICATIONS

OUTPUT SPECIFICATIONS

SAFETY & EMC SPECIFICATIONS

OTHER SPECIFICATIONS

FUNCTION SPECIFICATIONS

PROTECTION SPECIFICATIONS

RATED SUPPLY VOLTAGE

EFFICIENCY

CURRENT

SURGE

WORKING TEMP.

SWITCH CYCLE

Tc

DIMMING MODE

OVER LOAD

OVER VOLTAGE

WARRANTY

DIMMING RANGE

CURRENT

CHANNEL

OUTPUT

VOLTAGE

VOLTAGE

WITHSTAND VOLTAGE

STORAGE TEMP.

MATERIAL

DIMMING RANGE

SHORT CIRCUIT

MAX. OUTPUT POWER

FREQUENCY

POWER

DIMMING MODE

DIMMING VOLTAGE RANGE

TURN ON DELAY TIME

FLICKER

IP

THD

VOLTAGE TOLERANCE

LIFETIME

INRUSH CURRENT

220-240V

89% @ 220VAC, Full load

6.25A

L-N:2KV

-20°C~50°C

>25,000 times

90°C

Triac Dimming | ELV

Limit the output to 110% to 150% of the rated power.

When the output voltage is exceeded, the output 
current decreases and recovers automatically when 
the load is reduced.

1%–100%

0.85A max @ 220VAC, Full load

1

24V

220-240V

24V

I/P-0/P:3000VAC/1min/5mAv

-40°C~85°C

PC

1%-100%

Hiccup, recovers after fault condition is removed.

75W

50/60Hz

150W

24VDC±5%

Triac Dimming

40-240VAC

N/A

Flicker Free

20

<10% @ 220VAC, Full Load

±3

50,000hrs

Cold start, 24.7A @ 230VAC

5 Years

POWER FACTOR

POWER FACTOR

NO LOAD OUTPUT VOLTAGE

> 0.98

0.98 @ 230VAC, Full load

24V, 75 W 129–LCP150T-1H24V

PRODUCT CODES


