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PRODUCT CODES

SOLID COPPER

STAINLESS STEEL

73-111PURE

73-115PURE

LED

LUMENS

EFFICACY

COLOUR TEMPERATURE

MATERIAL

FINISH

BEAM

CRI

IP

ORIGIN

WARRANTY

2700K / 3000K / 4000K

Solid Copper
316 Stainless Steel

Solid Copper, Stainless Steel,  
Aged Solid Copper

15°, 25°, 38°, 60°

90+

68

New Zealand

10 Years: Copper & Stainless Steel
5 Years: Aluminium & Electronics

100 lm/W @ 6W

600lm / 420lm / 240lm

6 W / 4W / 2W

The Pond Light is an adjustable underwater luminaire 
designed for installation in ponds, fountains and water 
features. It is fully submersible and tested to an IP68 water 
protection rating. A weighted base model is available, allowing 
the luminaire to be placed at the bottom of the pond without 
drilling fixing holes to mount it into place.

OUTDOOR

POND LIGHT (PURE LED)

Requires magnetic/wire wound 12VAC transformer (not supplied).
Fixture input: 12VAC, 2W (350mA)

Requires magnetic/wire wound 12VAC transformer (not supplied).
Fixture input: 24VAC, 4W (700mA)

Requires magnetic/wire wound 12VAC transformer (not supplied).
Fixture input: 12VAC, 6W (1050mA)

Requires 24VDC constant voltage. Power Supply (not supplied).
Fixture input: 24VDC, 4W (700mA)

DRIVER

DRIVER

DRIVER

DRIVER

12VAC, PARALLEL WIRED, 2W

12VAC, PARALLEL WIRED, 4W

12VAC, PARALLEL WIRED, 6W

24VDC, PARALLEL WIRED, 4W
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PRODUCT CODES

DRIVER

DRIVER

12VAC Remote Driver

240V Wiring

12V

GU10

12V GU10 240V

SOLID COPPER

STAINLESS STEEL

SOLID COPPER

STAINLESS STEEL

73-111

73-115

73-111GU

73-115GU

LED

LUMENS

EFFICACY

COLOUR TEMPERATURE

MATERIAL

FINISH

BEAM

CRI

IP

ORIGIN

WARRANTY

3000K

36°

90+

68

New Zealand

10 Years: Copper & Stainless Steel
5 Years: Aluminium & Electronics

88 Lm / W

660 Lm

7.5 W

POND LIGHT (SORAA)

The Pond Light is an adjustable underwater luminaire 
designed for installation in ponds, fountains and water 
features. It is fully submersible and tested to an IP68 water 
protection rating. A weighted base model is available, allowing 
the luminaire to be placed at the bottom of the pond without 
drilling fixing holes to mount it into place.

OUTDOOR

Solid Copper
316 Stainless Steel

Solid Copper, Stainless Steel,  
Aged Solid Copper
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