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GENERAL SPECIFICATIONS POWER SPECIFICATIONS

PROJECT

TYPE

NOTES

PERTH

+61 08 9240 1008 
sales@radiantlighting.com.au

SYDNEY

1300 438 609 
sales@radiantlighting.com.au

MELBOURNE

1300 438 609 
sales@radiantlighting.com.au

BRISBANE

1300 438 609 
sales@radiantlighting.com.au

PRODUCT CODES (SERIES WIRING)

1050mA Constant Current (Remote)DRIVER SERIES WIRING

E-COAT BLACK

SOLID COPPER

E-COAT WHITE BIRCH

E-COAT DARK GREY

METALLIC SILVER

BLACK (FLANGE ONLY)

E-COAT WHITE

STAINLESS STEEL

E-COAT BRONZE

COPPER (FLANGE ONLY)

SILVER STAR

BRONZE (FLANGE ONLY)

73-140PURE

73-141PURE

73-142PURE

73-144PURE

73-147PURE

73-140F

73-143PURE

73-145PURE

73-148PURE

73-141F

73-149PURE

73-148F

LED

LUMENS

EFFICACY

COLOUR TEMPERATURE

MATERIAL

FINISH

BEAM

CRI

IP

ORIGIN

WARRANTY

6 W

600 Lm

100 Lm / W

2700K | 3000K | 4000K

Solid Copper
316 Stainless Steel
Powder-Coated Aluminium

Copper, Stainless Steel, E-Coat Black, 
E-Coat White, E-Coat White Birch, 
E-Coat Bronze, E-Coat Dark Grey, 
E-Coat Silver Star, Metallic Silver

15°, 25°, 38°, 60°

90+

66

New Zealand

10 Years: Copper & Stainless Steel
5 Years: Aluminium & Electronics

The Step Lite Solid Eyelid is designed with a 88mm (3 1/2”) 
flange and recessed body for flush mounting into concrete 
masonry, stone or wood, providing illumination of steps and 
low level features such as exterior paved areas. The eyelid 
feature eliminates all upward light, providing an excellent 
glare-free illuminating effect.

OUTDOOR

STEP LITE SOLID EYELID  
ROUND (PURE LED)
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SYDNEY
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MELBOURNE
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BRISBANE

1300 438 609 
sales@radiantlighting.com.au

PRODUCT CODES

DRIVER

DRIVER

12VAC Remote Driver

240V Wiring

12V

GU10

12V GU10 240V

E-COAT BLACK E-COAT BLACK

SOLID COPPER SOLID COPPER

E-COAT WHITE BIRCH E-COAT WHITE BIRCH

E-COAT DARK GREY E-COAT DARK GREY

METALLIC SILVER METALLIC SILVER

E-COAT WHITE E-COAT WHITE

STAINLESS STEEL STAINLESS STEEL

E-COAT BRONZE E-COAT BRONZE

SILVER STAR SILVER STAR

73-140

73-141

73-142

73-144

73-147

73-143

73-145

73-148

73-149

73-140GU

73-141GU

73-142GU

73-144GU

73-147GU

73-143GU

73-145GU

73-148GU

73-149GU

LED

LUMENS

EFFICACY

COLOUR TEMPERATURE

MATERIAL

FINISH

BEAM

CRI

IP

ORIGIN

WARRANTY

7.5 W

660 Lm

88 Lm / W

3000K

Solid Copper
316 Stainless Steel
Powder-Coated Aluminium

Copper, Stainless Steel, E-Coat Black, 
E-Coat White, E-Coat White Birch, 
E-Coat Bronze, E-Coat Dark Grey, 
E-Coat Silver Star, Metallic Silver

36°

90+

66

New Zealand

10 Years: Copper & Stainless Steel
5 Years: Aluminium & Electronics

The Step Lite Solid Eyelid is designed with a 88mm (3 1/2”) 
flange and recessed body for flush mounting into concrete 
masonry, stone or wood, providing illumination of steps and 
low level features such as exterior paved areas. The eyelid 
feature eliminates all upward light, providing an excellent 
glare-free illuminating effect.

OUTDOOR

STEP LITE SOLID EYELID  
ROUND (SORAA)

BLACK (FLANGE ONLY)

COPPER (FLANGE ONLY)

BRONZE (FLANGE ONLY)

73-140F

73-141F

73-148F
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