
By Hunza

GENERAL SPECIFICATIONS POWER SPECIFICATIONS

PROJECT

TYPE

NOTES

PERTH

+61 08 9240 1008 
sales@radiantlighting.com.au

SYDNEY

1300 438 609 
sales@radiantlighting.com.au

MELBOURNE

1300 438 609 
sales@radiantlighting.com.au

BRISBANE

1300 438 609 
sales@radiantlighting.com.au

PRODUCT CODES (SERIES WIRING)

DRIVER SERIES WIRING 1400mA Constant Current (Remote)

BLACK

WHITE

OTHER FINISHES AVAILABLE UPON REQUEST

73-3720

73-3721

LED

LUMENS

EFFICACY

COLOUR TEMPERATURE

MATERIAL

FINISH

BEAM

CRI

IP

ORIGIN

WARRANTY

52 W

5000 Lm

96 Lm / W

2700K | 3000K | 4000K

Solid Aluminium

Black, White, Dark Grey, Silver Star

22°, 33°, 51°

85+

66

New Zealand

5 Years

OUTDOOR

The Down Lite Ultra LED has been designed to be mounted 
on vertical surfaces. It has a fixed head that can be directed 
downwards or upwards to give a dramatic wash lighting 
effect. This luminaire is machined from solid aluminium 
finished with a n Epoxy layer and UV stable “E” powder 
coated finish.

ULTRA 50 DOWN LITE
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