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GENERAL SPECIFICATIONS

PROJECT

TYPE

NOTES
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PRODUCT CODES

100VA

200VA

300VA

72-610

72-620

72-630

WATTAGES 100 W | 200 W

MATERIAL

MOUNTING

VOLTAGES

PROTECTION

TERMINAL BLOCK SIZE

CONDUIT ENTRY

Case: Glass filled UV stabilised Nylon 66
Transformer: Ecanpsulated Toroidal

The case is screwed directly to a flat 
mounting surface.

Primary: 120 volt 60Hz or 240 volt 50Hz.
Secondary: Multi Tap 12, 13 volts

Fused secondary with ceramic fuse for 
short circuit protection.

Primary: 16mm (6AWG)
Secondary: 16mm (6AWG)

Primary: 25mm
Secondary: 32mm

IP

ORIGIN

WARRANTY

66

New Zealand

5 Years

The Wall Mount Transformer is an above-ground, waterproof 
unit designed to provide 12 volt power for Hunza low voltage 
luminaries in landscape lighting installations. Wall Mount 
Series Transformers have a black, glass-reinforced, UV stable 
nylon case, which provides durability, UV resistance and a low 
surface temperature.

ACCESSORIES

WALL MOUNT TRANSFORMER
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