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PROJECT

TYPE

NOTES

PERTH

+61 08 9240 1008 
sales@radiantlighting.com.au

SYDNEY

1300 438 609 
sales@radiantlighting.com.au

MELBOURNE

1300 438 609 
sales@radiantlighting.com.au

BRISBANE

1300 438 609 
sales@radiantlighting.com.au

1050mA Constant Current (Remote)DRIVER SERIES WIRING 1050mA Constant Current (Remote)LED

LUMENS

EFFICACY

COLOUR TEMPERATURE

MATERIAL

FINISH

BEAM

CRI

IP

ORIGIN

WARRANTY

6 W

600 Lm

100 Lm / W

2700K | 3000K | 4000K

Solid Copper
316 Stainless Steel
Powder Coated Aluminium

E-Coat Black, Solid Copper, Stainless 
Steel, E-Coat Green, E-Coat Dark Grey, 
E-Coat White Birch, Corten, E-Coat 
Bronze, Silver Star

15°, 25°, 38°, 60°

90+

66

New Zealand

10 Years: Copper & Stainless Steel Body
5 Years: Aluminium Body
3 Years: LED Lamp

The Wall Spot is a wall-mounted luminaire with a fully adjustable 
head allowing 360 degree rotation and 0–90 degree elevation. 
The luminaire is machined from a choice of 10mm (3/8”) thick 
aluminium with a UV stable powder coated finish (10 standard 
colours), solid copper or 316 stainless steel with a clear, tempered, 
stepped glass lens and high temperature silicon gaskets. 

OUTDOOR

WALL SPOT (PURE LED)

DRIVER SERIES WIRING

PRODUCT CODES (SERIES WIRING)

E-COAT BLACK

SOLID COPPER

E-COAT WHITE BIRCH

E-COAT DARK GREY

E-COAT WHITE

E-COAT CORTEN

STAINLESS STEEL

METALLIC SILVER

E-COAT BRONZE

E-COAT SILVER STAR

73-190PURE

73-191PURE

73-192PURE

73-194PURE

73-193PURE

73-196PURE

73-195PURE

73-197PURE

73-198PURE

73-199PURE
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PRODUCT CODES

DRIVER

DRIVER

12VAC Remote Driver

240V Wiring

12V

12V GU10

GU10

E-COAT BLACK E-COAT BLACK

12V GU10 240V

SOLID COPPER SOLID COPPER

E-COAT WHITE BIRCH E-COAT WHITE BIRCH

E-COAT DARK GREY E-COAT DARK GREY

E-COAT WHITE E-COAT WHITE

E-COAT CORTEN E-COAT CORTEN

STAINLESS STEEL STAINLESS STEEL

METALLIC SILVER METALLIC SILVER

E-COAT BRONZE E-COAT BRONZE

E-COAT SILVER STAR E-COAT SILVER STAR

73-190

73-191

73-192

73-194

73-193

73-196

73-195

73-197

73-198

73-199

73-190GU

73-191GU

73-192GU

73-194GU

73-193GU

73-196GU

73-195GU

73-197GU

73-198GU

73-199GU

LED

LUMENS

EFFICACY

COLOUR TEMPERATURE

MATERIAL

FINISH

BEAM

CRI

IP

ORIGIN

WARRANTY

7.5 W

660 Lm

88 Lm / W

3000K

Solid Copper
316 Stainless Steel
Powder Coated Aluminium

E-Coat Black, Solid Copper, Stainless 
Steel, E-Coat Green, E-Coat Dark Grey, 
E-Coat White Birch, Corten, E-Coat 
Bronze, Silver Star

36°

90+

66

New Zealand

10 Years: Copper & Stainless Steel Body
5 Years: Aluminium Body
3 Years: LED Lamp

OUTDOOR

WALL SPOT (SORAA)

The Wall Spot is a wall-mounted luminaire with a fully adjustable 
head allowing 360 degree rotation and 0–90 degree elevation. 
The luminaire is machined from a choice of 10mm (3/8”) thick 
aluminium with a UV stable powder coated finish (10 standard 
colours), solid copper or 316 stainless steel with a clear, tempered, 
stepped glass lens and high temperature silicon gaskets. 
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