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SERIES WIRING PARALLEL WIRING

240VACINPUT 240VACINPUTDC Constant CurrentOUTPUT 12VAC | 24VDCOUTPUT

DRIVER

DRIVER

SERIES WIRING

PARALLEL WIRING 12VAC (Integral) 
Requires 12VAC transformer (Not supplied). 
Fixture input: 12VAC, 2W (350mA)

12VDC (Integral) 
Requires 12VDC power supply  
(Not supplied).  
Fixture input: 12VDC, 2W (350mA)

Constant Current Input (Remote)
Requires constant current driver (not 
supplied). Fixture Input: 3Vf @ 350mA

PRODUCT CODES (SERIES WIRING)

GENERAL SPECIFICATIONS

LED

LUMENS

EFFICACY

COLOUR TEMPERATURE

MATERIAL

FINISH

BEAM

CRI

IP

ORIGIN

WARRANTY

2 W

160 Lm

80 Lm / W

2700K | 3000K | 4000K

Natural Copper
316 Stainless Steel
Powder Coated Aluminium

Solid Copper, Stainless Steel, Black, 
Bronze, Olive Green, White, White Birch, 
Dark Grey, Silver Star, Corten, Fine Silver

30°, 53°, 50+17°

90+

67

New Zealand

10 Years: Stainless Steel & Copper
5 Years: Aluminium & Electronics

MODUX 1 TWIN POLE LIGHT

OUTDOOR

An adjustable head provides precise control over light 
direction, perfect for highlighting pathways, garden features, 
or individual landscape elements. Custom pole lengths 
avaliable.

SOLID COPPER, 37°

STAINLESS STEEL, 37°

POWDER-COAT BLACK, 37°

POWDER-COAT WHITE, 37°

POWDER-COAT WHITE BIRCH, 37°

128-M1TPRC373

128-M1TPRS373

128-M1TPRAEBK373

128-M1TPRAEWH373

128-M1TPRAEWB373

ADDITIONAL CODES AVAILABLE UPON REQUEST

Black Powder 
Coated Aluminium 

Solid 
Copper 

316 Stainless 
Steel

130 Felton Mathew Ave

Saint Johns, Auckland 1072

New Zealand

Ph: +64 9 528 9471

E: info@hunza.co.nz

Address Contact

Web: hunzalighting.com Installation, IES & Guides are available online 

 

Specifications

LED BY DESIGN

MODUX ONE TWIN POLE LIGHT

LED BY DESIGN

53

50+17

53 Degrees

50+17 Degrees

LED

Power

Output

LED Life Expectancy

CRI (3000K)

Standards

Pin mounted 1W 3Vf Cree XPG-3 
LED

160 lm/w*

50,000 hours L70

90+

*Delivered from the luminaire with an unobstructed beam

Warranty Electronics = 5 years

Copper = 10 years
Stainless Steel = 10 years

(Excludes third party lamps and power supplies)

2 Watt

30 30 Degrees

Aluminium = 5 years

 

FM Flange Mount
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3

4

2700K

3000K

4000K

Product Configuration

Material/Finish Beam AccessoriesColour

Requires Magnetic/Wire Wound 
12VAC Transformer (not supplied).
Fixture Input: 12VAC, 2W (350mA).

12VAC Input, Parallel Wired, 2WIA

Requires 24VDC Constant Voltage 
Power Supply (not supplied).
Fixture Input: 24VDC, 2W (350mA).

24VDC Input, Parallel Wired, 2WID

Fixture Input: 3Vf @ 350mA maximum.

Requires Constant Current Driver (not 
supplied).

Constant Current Input, Series Wired, 
2W

R

C

S

Solid Copper

316 Stainless Steel

Solid Metal Options

ESTAR

EBK

EBZ

EOGR

EWH

EWB

EDG

ECT

FS

Powder Coated Aluminium

Black

Bronze

Olive green

White

White Birch

Dark Grey

Silver Star

Corten

Fine Silver

AC Aged Solid Copper

EPS Electropolished 316 
Stainless Steel

A

R Red

A Amber

B Blue

G Green

Power

M1TP

GG Glare Guard

F Frosted Lens

  

Ø25.40mm (1”)

 
  

 

738mm (29”)
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