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By CINI&NILS

GENERAL SPECIFICATIONS POWER SPECIFICATIONS

PROJECT

PRODUCT CODES

LED DRIVER

TYPE

BLACK

LIGHT DOVE GREY

LUMENS DIMMING

NOTES

WHITE

ROSE GOLD

EFFICACY

CRI

MATERIAL

SILVER

BRONZE

GOLD

2700K & 4000K CODES ARE AVAILABLE UPON REQUEST

COLOUR TEMPERATURE

FINISH

BEAM

IP

WARRANTY

ORIGIN

18 W 220-240V

51-CL1701B3

51-CL1701T3

1260 Lm Non Dimming / DALI Dimming Available

51-CL1701W3

51-CL1701U3

70 Lm / W

90+

Aluminium, Opal Diffuser

51-CL1701S3

51-CL1701X3

51-CL1701Z3

2700K / 3000K / 4000K

Black, White, Silver, Light Dove 
Grey, Rose Gold, Bronze, Gold

Dual Emission, Diffused

20

3 Years

Italy

CEILING + WALL

The design combines direct and indirect light in a calibrated 
balance. The indirect component, with asymmetrical emission, is 
designed to bring light towards the centre of the room, ensuring 
visual comfort and avoiding glare or marked light marks on the 
wall. Modula interprets light as an architectural element, with an 
essential aesthetic designed to integrate naturally into the space.
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