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PERTH

+61 08 9240 1008 
sales@radiantlighting.com.au

SYDNEY

1300 438 609 
sales@radiantlighting.com.au

MELBOURNE

1300 438 609 
sales@radiantlighting.com.au

BRISBANE

1300 438 609 
sales@radiantlighting.com.au

SUSPENSION

PRODUCT CODES

VOLTAGE

OLD BRASS + CLEAR GLASS

OLD BRASS + FROSTED GLASS

500–i02.80.CL.OB

500– i02.80.FR.OB

240V

Triac Dimming

240V DriverLED

LUMENS

EFFICACY

COLOUR TEMPERATURE

MATERIAL

FINISH

BEAM

CRI

CORD LENGTH

WARRANTY

4 W

380 Lm

95 Lm / W

2700K

Aluminium,
Borosilicate Glass

Old Brass + Clear Glass, 
Old Brass + Frosted Glass

Diffused

90+

600cm

Available Upon Request

Elong Air Pendant Light by reinterprets the simplicity of the 
Dome Air with a more elongated vertical profile. Hand-blown 
from borosilicate glass and suspended with our signature Old 
Brass rod, this elongated pendant light brings visual elegance 
and height to interiors. Its refined proportions and minimal 
detailing reflect the essence of modern lighting.

ELONG AIR

Installation
Instructions

l ightingrepublic .com.au

Elong Air Pendant Light reinterprets the simplicity of 
the Dome Air with a more Elongated vertical  prof i le. 

Hand-blown f rom borosil icate glass and suspended 
with our signature Old Brass rod,  this elongated 
pendant l ight brings visual elegance and height to 
interiors.

PRODUCT DETAILS NOTESDESCRIPTION

Ideal for both residential 
and commercial  settings, 
the Elong Air Pendant 
is equally impactful as a 
standalone feature or in 
staggered clusters. 

* *Lumen output is 
indicative of LED l ight 
source.

ELONG AIR 

Clear 
i02 .80.CL .OB

Frosted 
i02 .80.FR.OB
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Application

Dimensions

Materials

Indoor Pendant Light

Shade:  Borosi l icate Glass
Fixture:  Aluminium

Finishes

Light Source

Cord

Shade:  Clear or Frosted
Fixture:  Old Brass

LED 4W 380lm 2700K**

600cm

H32 x Ø18cm

CRI
+90

Dimming
TRIAC
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